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MAXI RAINO
code W tot. °K model Kg LUMEN LED LUMEN OUTPUT replace

FL-T002-A0003 380 4000 CR 15,00 62992 lm  -  CRI≥80 48502 lm -  CRI≥80 2X400W JM/SAP

FL-T002-A0004 450 4000 CR 15,00 72522 lm  -  CRI≥80 55839 lm -  CRI≥80 1000W JM/SAP
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MAXI RAINO
code W tot. °K model Kg LUMEN LED LUMEN OUTPUT replace

FL-T002-A0005 380 4000 AR 15,00 62992 lm  -  CRI≥80 47609 lm -  CRI≥80 2X400W JM/SAP

FL-T002-A0006 450 4000 AR 15,00 72522 lm  -  CRI≥80 54812 lm -  CRI≥80 1000W JM/SAP
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MAXI RAINO
code W tot. °K model Kg LUMEN LED LUMEN OUTPUT replace

FL-T002-A0001 380 4000 PM 15,00 62992 lm  -  CRI≥80 44634 lm -  CRI≥80 2X400W JM/SAP

FL-T002-A0002 450 4000 PM 15,00 72522 lm  -  CRI≥80 51386 lm -  CRI≥80 1000W JM/SAP

MAXI RAINO   FL-T002


